
Extra-heavy rugged construction non-code bronze liquid relief valves 
with a variety of model options to meet specific applications 

All bronze, with pressure-tight cap. Suitable for maximum pressure up to 300 psig and 
maximum back pressure of 50 psig

GENERAL APPLICATION 

Suitable for overpressure relief and 
protection of pumps, tanks, lines and 
hydraulic systems: pressure 
regulation and continuous by-pass 
relief. 

FEATURES 

• Inlet and outlet connections cast integral with 
body for easy inspection and servicing without 
disconnecting piping. 

• Female NPT inlet and outlet connections. 
• Beveled seats lapped for optimum performance. 
• Stainless steel spring for optimum corrosion 

resistance. 
• Spherical pivot between disc and spring corrects 

misalignment and compensates for spring side 
thrust. 

• Tested and inspected for pressure setting and 
leakage. 
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KUNKLE MODEL 20 
LIQUID RELIEF VALVE WITH PRESSURE TIGHT CAP 



KUNKLE MODEL 20 
LIQUID RELIEF VALVE WITH PRESSURE TIGHT CAP 

PARTS AND MATERIALS 

No. Part name 
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Bronze B62
Brass 816

Bronze B283
Brass 816 

PTFE 
SS3 16 or 17-7

Brass 816 
Bronze 8584 Alloy 84400

Brass816 
Brass 816 
Brass 816 

NBR 
SS commercial 

11 
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SPECIFICATIONS 
Min/Max Set Pressure, 

(PSIG)

50-150
100-300 

Min/Max Temp 
(F) 

Approximate Weight 
(LB) 

-60/406 2¼ 

Body
Stem Retainer

Disc
Step Spring

O-Ring
Spring
Stem

Bonnet
Jam Nut

Compression Screw
Cap

0-ring 
Drive screw 

Dimensions (Inches) 

A             B                  C

2        1-5/8         5-7/8

Material 
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